USE MANUAL FOR TC WITH PRNT

At first, check the DATECS PRINTER is for English.

1. Do not connect POWER SUPPLY and follow these steps.

2. Connect the DATECS PRINTER to PC (confirm a CONNECTOR PIN connector.)

3. Connect to the SERIAL CONNECTOR COM1. 

3. Set DIP S/W of the DATECS PRINTER. (refer to a manual about the place of DIP S/W)      SW1   SW2   SW3   SW4   SW5   SW6

           ON    ON    OFF    ON    OFF    ON

4. Connect the POWER SUPPLY to a printer and turn on the power.

5. Open the LPEDIT.EXE (for DOS program) to the diskette.

6. After opening the LPEDIT program, open the SETTING AND DIAGNOSITCS in the Manebar.

7. In the PORT, set as COM1 and then set BAUARATE as 9600, PORTOCOL X ON X OFF.

8. Press the PRINT DIAGNOSTIC INF and ensure that whether your printer operate.

9. Press the follow SET CLOCK, GET CLOCK one times and download a current time in the format form.

10. Escape.

11. Click CANCEL.

12. Click PRINTER FILE MANAGER to the LPEDIT program.

13. Insert the DISKETT into A dirve.
14. Click LOAD LABEL

15. A file of A,B,C,D drive or a current file will be shown.

16. Here, inspect the file in the A drive, if using the domestic DATECS printer, you should open the TC_HANGUL file. If using the English printer, you should open the TC_EN file.

17. When you open the file, you will be shown a designed FORMAT on the screen.

18. Click STORE FORM TO PRINTER.

19. After you choose a file. Click OK.

20. You will be shown a little window said as “STORE AS”.

21. Absolutely, enter the “TC” in a SAVE AS window. (Certainly, the letter shall be capitalized.) 

22. And then, appears a window said as PRINTER FILE MANAGER all over again.

23. Escape from the PRINTER FILE MANAGER and enter the PRINT in the manubar.

24. You will be shown the SELECT FORM. Click.

25. If you will be shown the TC file stored in the printer, your INSTALL is OK. 

If not, your INSTALL is FAIL. Select “TC” and then press the OK button

26. Press the PRINT key and examine whether the printer operates or not.

27. Power off the printer and eliminate COM1 CABEL in PC.

28. Connect CABEL to TC.

29. Set DIP S/W of the DATECS PRINTER (Absolutely) 

(Only S/W5 is ON.) 

30. Power on the printer.

      SW1   SW2   SW3   SW4   SW5   SW6

           ON    ON    OFF    ON    ON    ON

31. Operate TC(TURN ON THE POWER).

32. Set Printer Setting of TC as LP-50 and connect to the printer.

Reference : The following are variable values(DATA) to send from TC to the printer.

(TC SCALE-------(DATECS PRINTER)

Note : You can not modify below values. If you modify it, it will be not operated.

Thus, you must not modify them absolutely.

V00: Weight value(7digit)

V01: Counting value(6digit)

V02: Unit weight value(7digit)

V03: ITEM NO(6digit)

V04: PLU ADDRESS(3digit)

V05: ITEM NAME(HANGUL FORMAT:8digit, ENGLIGH FORMAT:16digit)

V06: GROSS(7digit)

V07: TARE(7digit)

V08: KG or lb(3digit)

V09: g or ob(3digit)

